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Saal 1 – Impressionen 
 

 
 

Saal 1 – Technische Daten 

Kapazität (capacity) 
Stehend 350 

Bühne (stage) 
Breite  6,50m 

Tiefe  5,00m 

Deckenhöhe 4,60m 

Bühnenkante 0,60m 

Licht (light) 
Desk  ChemSys QuickQ20 

Truss  2x 3 Cameo TS 60W LED 

6x Martin MAC Aura LED Wash 

(Movinglight) 

Front  8x Cameo Studio PAR LED (8x18W 

RGBW) 

2x Cameo Thunder Wash 600W 

(Blinder) 

Floor  1x Cameo Instant Hazer 1400 Pro 

  1x Ventilator 

Multicore 1x Cat6e 

Ton (sound) 
PA system L-Acoustics 

L/R  2x ARCS Wide 

  2x ARCS Focus 

Sub  4x SB28 

 

 

 

 

Amping  2x LA 8 

FOH Desk Midas M32 Live 

Multicore 2x CAT6e 

Wedges  4x db Technologies FMX 12 

 

Microphone 4x Shure SM 58 

  6x Shure SM 57 

  2x Shure Beta 52A 

  1x Shure Beta 91 

  1x Shure SH55 

  3x Rode NT 5 

  6x BSS AR133 

  1x Radial Pro DI 

  1x Radial Pro Iso 

 

Strom (power) 

Ton (sound) 1x16A CEE (3 Phasen) 

  6x 16A “Schuko” (1 Phase) 

Licht (light) 1x 16A CEE (3 Phasen) 

  6x 16A Schuko (1 Phase) 


